1746  Ivar  Ave.  Hollywood  CA,  90028  Fax  323  464-9100  323  467-4300 


Moth  Audio  Announces  the  Cicada  Driver 

Full  range  sound  at  an  affordable  price 


Cicada  Specifications: 

•  Sensitivity  94db 

•  Nominal  impedance 
12  ohms 

•  Dimensions: 

7  1/2”  driver 

•  Weight:  6  Lbs 

$119.00 

Each 


For  more  information,  please  contact  Moth  Audio  at  the  above  address  or  visit:  www.mothaudio.com 


Cicada 


Speaker  Parameter 


D.C.  RESISTANCE  (RDC) 

RDC  =  12  OHMS 

IMPEDANCE  AT  RESONANCE  (Zmax) 

zmax  =116  Ohms 

INDUCTANCE  OF  VOICE  COIL  (UH) 

UH  =  1.321  mH 

TEST  FREQUENCY 

FR  =  1000Hz 

DIA.  OF  MEMBRANCE 

D1  =  16  CM 

FREE  AIR  RESONANCE 

FS  =  50  Hz 

MECHANICAL  Q 

Qms  =  6.54 

ELECTRICAL  Q  (Qes) 

Qes  =  .75 

TOTAL  MECH.  &  ELEC.Q  (Qts) 

Qts  =  .67 

VAS 

VAS  =  21  LITTERS 

SOUND  PRESSURE  LEVEL  (SPL) 

SPL  =  94  dB  (1W/1M) 

Mmd  =  17g 

Cms  =  .000375  m/N 

Sd  =  201  cm2 

RMS  =  1  Kg/s 

BL  =  10.4  Tm 

BL/Mmd  =  609  Tm/Kg 

WARRANTY:  lyear. 


only  $  1  19.00 

Each 


Fax  323464-91 00  323467-4300 


